
DN L V Vs min. kg 

50 230 230 90 11,7 

80 310 270 130 22,8 

100 350 300 150 34,7 

DIMENSION TABLE

The dust filter is an equipment that serves to trapping of solid particles of dust

which are entrained  with a working fluid. 

The filter is suitable for natural gas and all noncorrosive gaseous media. The filter

can be used for the max. overpressure 4 MPa in the temperature range from -10 °C

do +80 °C. The maximum speed of the working fluid in an inlet branch is 15 m/s.

The exchangeable filter cartridge is capable of trapping impurity particles with

dimensions over 1,5 microns.

DUST FILTER

USE

Flanges are according to DIN.

CONNECTION

The filter is mounted largely into a horizontal piping so that a cover axis is verti-

cal, with a drain plug at the bottom. In exceptional cases also with a horizontal

cover axis. Below the filter there must be kept a free space (Vs min.) that is neces-

sary for the exchange of filter cartridges. 

INSTALLATION
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MATERIAL

C26 636 540 DN 50, 80, 100 PN 16 10 to 80 °C

TYP / DN / PN / TEMPERATURE RANGE

Note: The dimensions of connecting flanges - see pages 43, 44. 

 C26 636 516  
DIN ÈSN 

Valve body, shell flange 1.0619 N 42 2643 

Bottom  H II 11 416 

Valve shell St35 11 353 

Filter fabric PES 

Sealing TEMACARB 


